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CUSTOMER TO

EXISTING POLE

36"

BY DISTRICT
PHONE, TV—- GAS, WATER
POWER CABLE —
IN CONDUIT
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TERMINATE TRENCH ON
CROSSARM SIDE OF

WHEN NO STUB-OUT EXISTS, CUSTOMER
TO DIG A 3'Wx3'Lx3'D WORK PIT FOR
DISTRICT USE.

DISTRICT WILL DIG FINAL 36" OF TRENCH

I | AND INSTALL DISTRICT SUPPLIED SWEEP.
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PLAN

ICT | BY CUSTOMER

EXISTING DISTRICT STUB-OUT.
IF NO STUB-OUT EXISTS, SEE
PLAN VIEW, ABOVE.

LABOR AND INDUSTRIES REQUIREMENTS.

4. ALWAYS CALL U-DIG BEFORE DIGGING 1-800—424—5555.

OR HAVE MORE THAN 4 BENDS TOTALING 360 DEGREES.
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I i CUSTOMER FURNISHED AND INSTALLED PANELBOARD —
36" SECONDARY  |i |,'|__'
48" PRIMARY | R SELF CONTAINED METER BASE.
1l A FURNISHED AND INSTALLED BY
— i ™ CUSTOMER. REFERENCE STANDARDS
s Gl 12 I Q-1F, Q—4A, B, C, D, E, F, G, AND H
MIN [ FOR INSTALLATION REQUIREMENTS.
SELECTIVE A i LATION ReQ .
BACKFILL I E
[
VARIES |: DISTRICT SUPPLIED DISTRICT FURNISHED
I XFR, POLE, OR AND INSTALLED METER
SECTION A—A || PEDESTAL
|
Iy CUSTOMER PROVIDED TRENCHING,
i ot L BACKFILL, AND CONDUIT
| 1
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-4 ||
FINISHED * Mol e
ORADE ==~y i CONDUIT PER
[
\ Il
DISTRICT SUPPLIED /rr AN STANDARD B-18 | /
AND INSTALLED SWEEP |, ~II
CUSTOMER WILL CONNECT TO Al CUSTOMER SUPPLIEDA

36" RADIUS PVC SWEEP

ELEVATION

1. DETAILS SHOWN ARE MINIMUM DISTRICT REQUIREMENTS AND ARE NOT INTENDED TO DEPICT WASHINGTON STATE

2. COVER OPEN CONDUIT WITH PAPER, PLASTIC OR CLOTH TO SEAL OUT DIRT.
3. THE DISTRICT WILL INSPECT AND APPROVE ALL TRENCHES PRIOR TO BACKFILL.

5. LOCATE METER BASE SO THE CONDUIT RUN DOES NOT EXCEED MAXIMUM ALLOWED LENGTH PER STANDARD Q-1B,

TITLE:

BENTON

PUD

TRENCHING AND
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CALL 2 DAYS
BEFORE YOU DIG
1—800—-424-5555
NOTE: THE METER BASE SHALL BE
LOCATED ON THE FRONT WALL OR
WITHIN 4’ OF THE FRONT WALL
ON THE SIDE WALL.

NOTE: IF NO STUB OUT
DIG WORK PIT
__-ﬂ“ I'W X 3L X 3D
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PANELBOARD FURNISHED AND Q
lg INSTALLED BY CUSTOMER
” r SELF CONTAINED METER BASE.
|II | FURNISHED AND INSTALLED BY
L] CUSTOMER. REFERENCE STANDARDS
” g—1r Q-4A, B E, F. G, AND
INSTALLATI
| OR INSTALLATION REQUIREMENTS S 24 o
I 1
I METER FURNISHED AN —/_ PILE
I INSTALLED BY ‘
I
,t g 36" SECONDARY SELECTVE
__u 48" PRIMARY : PHONE, TV
[ I |‘ 6 MIN
| 1!
.JI. I |L n
FINISHED GRADE ?—_—_-FH' f 4 ) | &as, warew
11\ I MER SUPPUED > 12
i US PVC SWEEP ™\ s MIN.
gl J : /
POWER CABLE
cu| OMER JO i%?NNE gom mig
CUSTOMER TO CONNECT TO
ﬁ_x%r«; DISTRICT STUB—OUT.
STUB-OUT EXISTS,
] CONDUIT PER
%STW%'_"?: ;g_ D{'Jf_i THENCH DED TRENCHING, STANDARD G—1B.
D CONDUIT
TRANSFORMER VAULT,
PEDESTAL, OR POLE.
DISTRICT WILL DIG FINAM 36"
OF TRENCH AND INSTALL
DISTRICT SUPPLIED SWEEP.
. SHOWN HEREON REFLECT MINIMUM DISTRICT REQUIREMENTS AND ARE NOT INTENDED TO DEPICT
ON STATE LABOR AND INDUSTRIES REQUIREMENTS.
% NOTES:
— ALL TRENCHES ARE TO BE INSPECTED AND APPROVED BY THE DISTRICT PRIOR TO BACKFILLING.
— WHEN ELECTRICAL CONDUIT IS IN THE SAME TRENCH AS WATER AND/OR GAS PIPES, THERE SHALL
BE A MINIMUM OF 12 INCHES SEPARATION.
— IF CONDUIT IS STUBBED OUT FROM THE DISTRICT FACILITIES, THE CUSTOMER SUPPLIED AND INSTALLED
CONDUIT SHALL BE ATTACHED TO IT.
— IF NO STUB—OUT IS PRESENT, THE CUSTOMER’S TRENCH SHOULD BE DUG TO WITHIN A DISTANCE OF 36"
FROM THE DISTRICT'S FACILITIES.
REV BY: RAM SHT.
3[”0’ = REV DATE: g /2/03 1 OF 1

FOR SERVICE INSTALLATIONS
DRAWN BY: Q'7B
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