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[bookmark: _Hlk198220020][bookmark: _Hlk200974383]Project Title:  Sunset-Dallas #795 ACSR, Code Drake, 26/7Str.


	[bookmark: _Hlk198539265]BID Issued
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	Questions Submitted to cp@bentonpud.org
	July 9, at 3:00PM PST
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[bookmark: _Toc115270203][bookmark: _Toc194585198]
CALL FOR BIDS #25-21-16
Project Title:  Sunset-Dallas #795 ACSR, Code Drake, 26/7Str.

NOTICE IS HEREBY GIVEN by Benton PUD, Kennewick, Washington that sealed bids will be received until 3:00 PM PST, Wednesday July 16, 2025, at which time, they will be opened and publicly read for the purchase of Sunset-Dallas #795 ACSR, Code Drake, 26/7Str.

Specifications, and related documents may be obtained at Procurement Department of Benton PUD, PO Box 6270, 2721 w. 10th Avenue, Kennewick, Washington, 99336; cp@bentonpud.org or www.bentonpud.org. 

Each bid shall be accompanied by a certified check or cashier’s check payable to the order of Benton PUD or Bid Bond with a Corporate Surety licensed to do business in the State of Washington, for a sum not less than five present (5%) of the amount of the bid. (RCW 54.04.080)

The successful bidder will be required to furnish a Surety or Performance Bond for 100% of the award contract price.


[bookmark: _Toc194585199]GENERAL INSTRUCTIONS TO BIDDER
1. SEALED bids must be received at the District's Procurement Department, 2721 W. 10th Avenue, Kennewick, Washington by the time and date specified in the Call for Bids. The District assumes no responsibility for bids not received by the Procurement Department at bid time.
Mail to: 	Benton PUD	
		Attn: Procurement Department Bid # 25-21-16.
		P.O. Box 6270		
Kennewick, WA  99336	
	
Deliver to:	Benton PUD	
		Attn: Procurement Department Bid # 25-21-16.	
		2721 W. 10th Avenue
Kennewick, WA  99336		

2. All bids shall conform to the technical specifications and contract terms specified within the bid package.  A sample contract has been provided in the bid package containing the contract terms.  When submitting the bid, the contractor must clearly specify any modifications to the specifications or contract terms, including all exceptions, deletions, additions, or other changes on the Bid Schedule.  Material modifications as deemed by Benton PUD may be considered as non-responsive and the bid rejected.	

3. Each bid shall be accompanied by a certified or cashier's check payable to the order of the District for a sum not less than 5% of the amount of the bid, or accompanied by a Bid Bond in an amount not less than 5% of the bid, with a corporate Surety licensed to do business in the State of Washington, conditioned that the successful bidder will pay the District as liquidated damages the amount specified in the bond unless he enters into a contract in accordance with his bid within ten (10) days from the date on which he is notified that he is the successful bidder.

4. The successful bidder will be required to furnish a performance bond in the form attached hereto with a surety authorized to do business in the State of Washington, in a penal sum not less than 100% of the contract.

5. In the event the successful bidder fails to furnish an approved Performance Bond and to sign the contract within ten (10) days after notification by the District, an amount equal to five percent (5%) of the amount of the bid shall be forfeited to the District as liquidated damages. Said liquidated damages shall be paid from the Bid Bond.

6. All items must be accepted by the District prior to payment.  Acceptance criteria and time periods are specified within the bid technical specifications.

7. Bids shall cover delivery F.O.B. destination and acceptance by the District. Acceptance shall be after delivery to the destination within Benton County, Washington. Acceptance notification by the District to the contractor shall be in writing. Testing, if applicable, will be performed prior to acceptance.

8. Warranty may be a consideration in contract award.  Bidder shall state all conditions of warranty on the Bid Schedule.

9. Bids shall reflect the exemption of the Federal Excise Tax. The contract is subject to Washington State Sales Tax, but the bid price shall NOT include this amount.

10. Special consideration will be given to firm bids.

11. The experience and proven performance of the bidder will be considered in awarding the contract. Consideration will also be given to adequacy of the maintenance and service facilities provided by the Bidder.

12. Any changes, additions or deletions to the specifications shall be made by written addendum only.

13. The District reserves the right to waive minor irregularities or minor errors in any proposal; if it appears to the District that such irregularities or errors were made through inadvertence.  Any such irregularities or errors so waived must be corrected on the proposal in which they occur prior to the acceptance thereof by the District.

14. The District reserves the right to reject any or all bids and to waive any informalities in the bidding process.

15. The venue and jurisdiction of any action or claim for or against the Bidder or the District shall be in Benton County, Washington and in the District or Superior Courts thereof according to the jurisdictional amount.

16. Delivery shall be a consideration in awarding this bid. Line items can be split between vendors/manufacturers if partial quantities are available with shorter lead times.  Example:  If the line-item quantity is 10 each, and one vendor/manufacturer offers 5 units in 40 weeks and the balance in 80 weeks, but another vendor/manufacturer offers all 10 units with a 80 week lead time, the District could split that line item between the two vendors/manufacturers to get 5 units delivered faster.

17. The District may cancel any lines from the bid before award if purchase is not viable at the time of award.

[bookmark: _Toc194585200]SPECIAL INSTRUCTIONS TO BIDDER

1. Reels must be shipped and delivered on flanges

2. Reel length requirements are listed

3. Delivery window January 1, 2026 – October 1, 2026

4. If Vendor cannot commit to firm pricing, please provide an index of metal adjustments with your
       proposal


















[bookmark: _Toc194585201]Bid Schedule

	Vendor Name:
	
	

	Item
	Description
	Reel Quantity
	Reel Length ft
	Reel length Ext ft

	Cost ft
	Total
	Delivery

	415190
	 #795 ACSR, Code Drake,26/7 Str.
	3
	700
	2,100
	
	
	

	415190
	 #795 ACSR, Code Drake,26/7 Str.
	3
	7,300
	21,900
	
	
	

	415190
	 #795 ACSR, Code Drake,26/7 Str.
	3
	5350
	16,050
	
	
	

	415190
	 #795 ACSR, Code Drake,26/7 Str.
	3
	12,250
	36,750
	
	
	

	415190
	 #795 ACSR, Code Drake,26/7 Str.
	3
	600
	1,800
	
	
	

	415190
	 #795 ACSR, Code Drake,26/7 Str.
	3
	500
	1,500
	
	
	

	
	
	
	
	80,100
	Total
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	[bookmark: _Hlk114843332]
Prices are Firm through Delivery Date
	YES
	NO
	(If Bidder is proposing Pricing other than firm it is a requirement to provide process in which the price is calculated and against what index)

	[bookmark: _Hlk114844124]Any Exceptions To The Specifications  Exhibit A
	YES
	NO
	

	Any Exceptions To Exhibit B – Sample Contract and Performance Bond
	YES
	NO
	

	Acknowledge Receipt of Addend. Nos.
	
	
	

	State Warranty
	



	Manufacturer
	

	Supplier Name
	

	Address
	





	Supplier Email
	

	Supplier Phone #
	


THE DISTRICT WILL NOT ACCEPT ANY CHANGES OR MODIFICATION AFTER THE RECEIPT OF THIS BID.

	1. Firm Price through Bid Lead-Time and shipment, no metals adjustments
2. Delivery shall be a consideration in awarding bid. Bidder shall provide delivery schedule for all reels related to the bid; partial shipments will be allowed as part of this bid, but reel lengths must meet specifications. 
3. Anticipated Approval of Contract & Award Date will be August 12, 2025.



The District is a public entity subject to the disclosure requirements of the Washington Public Records Act of RCW 42.56.  The bidder expressly acknowledges and agrees that its proposal and any information bidder submits with its proposal or which bidder submits to the District in its performance of any contract with the District is subject to public disclosure pursuant to the Public Records Act or other applicable law and the District may disclose bidder’s proposal and/or accompanying information at its sole discretion in accordance with its obligations under applicable law.

The District must comply with the Preservation and Destruction of Public Records RCW 40.14.  The bidder expressly acknowledges and agrees that it will maintain all records and documentation related to the contract in accordance with its obligations under applicable law.

In the event that the District receives a request pursuant to the Washington Public Records Act, or other legal process requesting or mandating disclosure of any information or documents submitted to the District by bidder, the District’s sole obligation shall be to notify the bidder promptly, so that the bidder at bidder’s expense and cost, may seek court protection of any of the requested information bidder deems confidential.

Person authorized to bind supplier to the Terms and Conditions of this Bid:

COMPANY NAME: ______________________________________
BY: _________________________________________________		

PRINT: ____________________		___________________		

TITLE: _	________________			   ___________		

DATE: _______________________________________________		

WA ST CONTRACTOR’S REGISTRATION NO: ______________________________________

TAX IDENTIFICATION NO:	_______________________________________
[bookmark: _Toc194585202]EXHIBIT A - SPECIFICATIONS




[bookmark: _Toc194585203][bookmark: _Hlk196834202]EXHIBIT B – Sample Contract and Performance Bond
Contract #_______
This agreement is made and entered into on the _____ day of ____________, 202_, by and between:

PUBLIC UTILITY DISTRICT NO. 1 OF BENTON COUNTY, hereinafter referred to as "the District",
         AND
________________________________________, hereinafter referred to as "the Contractor"
WITNESSETH:
That the Contractor, for the consideration hereinafter fully set out, and the District, for the consideration of material furnished, agrees that:

1.	SCOPE OF WORK: Furnish ___________________ per specifications in Bid Pkg. #__-__. 
2.	DELIVERY & ACCEPTANCE: 
The Contractor shall deliver the __________________ F.O.B. destination to Benton PUD by ______________; failure to do so may result in damage to the District.
Testing and Acceptance of conforming items by Benton PUD shall occur within the number of days after delivery as specified in the bid specification (if applicable). Items that fail to meet acceptance criteria as specified in the bid specifications shall be rejected.  Acceptance or rejection by the District to the Contractor shall be in writing.
3.	PAYMENT:
Payment will be made within thirty days of Acceptance by the District or receipt of a valid invoice from the Contractor, whichever occurs later.
The District agrees to pay the Contractor for the material/equipment the sum of _______________________ Dollars ($XXXXXX.00), plus applicable Washington State Sales Tax.
4.	GUARANTEE:
The Contractor guarantees the ___________________ against all defects in workmanship, materials, and in design as stated on the warranty provided by _________________.
5.	PERFORMANCE BOND:
The Contractor shall furnish, in favor of the District, a Performance Bond as required by the Contract Documents, and this Contract shall not obligate the District until such Performance Bond has been tendered.
The District is a public entity subject to the disclosure requirements of the Washington Public Records Act of RCW 42.56.  The vendor expressly acknowledges and agrees that its proposal and any information vendor submits with its proposal or which vendor submits to the District in its performance of any contract with the District is subject to public disclosure pursuant to the Public Records Act or other applicable law and the District may disclose vendor’s proposal and/or accompanying information at its sole discretion in accordance with its obligations under applicable law.
The District must comply with the Preservation and Destruction of Public Records RCW 40.14.  The vendor expressly acknowledges and agrees that it will maintain all records and documentation related to the contract in accordance with its obligations under applicable law.
In the event that the District receives a request pursuant to the Washington Public Records Act, or other legal process requesting or mandating disclosure of any information or documents submitted to the District by vendor, the District’s sole obligation shall be to notify the vendor promptly, so that the vendor at vendor’s expense and cost, may seek court protection of any of the requested information vendor deems confidential.

IN WITNESS WHEREOF, the parties hereto have duly executed this Agreement.

PUBLIC UTILITY DISTRICT NO. 1					NAME
OF BENTON COUNTY

BY:____________________________________		 BY:_________________________________

PRINT:_		___________________		               PRINT:______________________________

TITLE:_				   _____	                             TITLE:_______________________________

DATE:__________________________________		DATE:_______________________________

									UBI NO. 					

PERFORMANCE BOND
KNOW ALL MEN BY THESE PRESENTS: That whereas, Public Utility District No. 1

of Benton County, Washington, a municipal corporation, hereinafter designated as the

“District", has entered into an agreement dated _______________________, 202_, 

With, hereinafter designated as the "Contractor", providing for_____

__________________ which agreement is on file at the District's office and by this reference is

made a part hereof.

NOW, THEREFORE, We, the undersigned Contractor, as principal, and, a corporation

organized and existing under and by virtue of the laws of the State of _____________________

and duly authorized to do a surety business in the State of Washington, as surety, are held and

firmly bound into the State of Washington and the District in the sum of
($0.00)
for the payment of which we do jointly and severally bind ourselves, our heirs, executors,

administrators, successors, and assigns by these presents.

THE CONDITIONS OF THIS OBLIGATION are such that if the said principal, his heirs, representatives or successors, shall well and truly keep and observe all of the covenants, conditions, and agreements in said contract and shall faithfully perform all of the provisions of the contract, pay all taxes of the Contractor arising therefrom, and pay all laborers, mechanics, subcontractors, and material men and all persons who shall supply such person or subcontractors with provisions and supplies for carrying on such work, and shall indemnify and save harmless the District, their officers, and agents, from any and all claims, actions or damage of every kind and description including attorneys' fees and legal expense and from any pecuniary loss resulting from the breach of any of said terms, covenants, or conditions to be performed by the Contractor:

AND FURTHER, that the Contractor will correct or replace any defective work or materials discovered by the said District within a period of one year from the date of acceptance of such work or material by said District, then this obligation shall become null and void; otherwise, it shall be and remain in full force and effect.

No change, extension of time, alteration or addition to the work to be performed under the agreement shall in any way affect Contractor's or surety's obligation on this bond, and surety does hereby waive notice of any change, extension of time, alterations or additions thereunder.

This bond is furnished in pursuance of the requirements of Sections 54.04.080 et seq. of Revised Code of Washington, and, in addition to other Contractor and surety to the District for the use and benefit of said District together with all laborers, mechanics, subcontractors, material men, and all persons who supply such person or subcontractors with provisions and supplies for the carrying on of the work covered by the agreement to the extent required by said Revised Code of Washington.

IN WITNESS WHEREOF, the said Contractor and the said surety have caused this bond to be signed and sealed by their duly authorized officers this ____ day of _______________, 202__.

							
Surety
													
Title
													
Contractor
													
Title
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Public Utility District No. 1 of Benton County

Specification 69-02

ACSR Conductor

1.0 GENERAL

Aluminum Conductor, Steel Reinforced (ACSR) as listed below and specified in the bid
schedule shall be as described in these specifications.

ACSR SIZE RATED STRENGTH CONDUCTOR STRANDING, NO. & DIA. INCHES
CODE AWG-KCM LBS. DIA. INCHES ALUMINUM STEEL

Swanate 4 2,290 0.257 7x0.0772 1x0.1029
Raven 1/0 4,280 0.398 6 x 0.1327 1x0.1327
Partridge 266.8 11,250 0.642 26 x 0.1013 7 x0.0788
Linnet 336.4 14,100 0.720 26 x 0.1137 7 x 0.0884
Ibis 397.5 16,190 0.783 26 x 0.1236 7 x0.0961
Mallard 795.0 38,400 1.140 30 x 0.1628 19 x 0.0977
Rail 954.0 25,900 1.165 45 x 0.1456 7 x0.0971
Bittern 1272.0 34,100 1.345 45 x 0.1681 7x0.1121

2.0 CONDUCTOR DESIGN

2.1 General

2.1.a Except as otherwise specified herein, all material shall be in accordance with
ASTM B232, Class AA. Aluminum wire before standing shall meet the
requirements of ASTM B230, except that the conductivity of the strand shall
not be less than 61% of the International Annealed Copper Standard and the
electrical volume resistivity of the strand shall not exceed 17.002 ohm-circular
mil./ft. at 20EC (68°F). The steel core wires shall be in accordance with
ASTM B245. Zinc coating shall be by a hot-dip or electro-deposit process.
The steel core wires shall be located in the central position of the conductor.

2.1.b The area of the complete conductor, as determined by weight, shall be within
+/- 2% of the nominal area as determined from the dimensions and lay of the
strands.

Benton PUD -1- Specification #69-02
ACSR Conductor Revised 10/26/96





2.2 Electrical Characteristics

The following table specifies (a) the maximum direct current resistance of the
conductor per mile at 25°C conductor temperature and (b) the approximate full load
current in amperes based on a temperature rise of 50°C above a 25°C ambient, no
sunshine, air velocity of two feet per second crosswind, conductor surface coefficient
of emissivity of 0.5.

ACSR CODE (@) OHMS (b) AMPERES
Swanate 2.227 140
Raven 0.880 230
Partridge 0.352 460
Linnet 0.278 530
Ibis 0.236 590
Mallard 0.117 910
Rail 0.0984 1010
Bittern 0.0734 1200

2.3 Surface Conditions

2.3.a The permissible reduction from the unstressed circumference to the
circumference when the conductor is subjected to a tension equal to 30% of its
rated strength shall not be greater than 2%.

2.3.b  The surface of the conductor shall be free from points, sharp edges, abrasions
or other departures from smoothness or uniformity of contour that would tend
to increase radio interference and corona loss. When the conductor is
subjected to tensions up to 50% of its rated strength, the conductor surface
shall not depart from its general cylindrical form, nor shall any part of the
component parts or strands move relative to each other in such a way as to get
out of place and disturb the longitudinal smoothness of the conductor.
Repeated humped strands within a reel length will be cause for rejection.

2.3.c The conductor shall be capable of withstanding the normal handling necessary
for manufacture and erection; such as reeling, unreeling, and pulling through
stringing sheaves under sufficient tension to keep the conductor off the
ground, etc., without being deformed from a cylindrical form in such a way as
to increase radio interference and corona loss.

2.4 Torsion

The make-up and lay of conductor strands shall be such as to produce a conductor
essentially free from a tendency to untwist or spring apart when cut.

Benton PUD -2- Specification #69-02
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2.5

2.6

Workmanship

The finished conductor shall embody the highest quality of material, workmanship,
and design consistent with modern practice in the manufacture of transmission line
conductors and evidence of excellence of workmanship and precision of machinery
shall be judged by the finish and perfection of the assembled product, as indicated by
tolerances and tests specified. The external form and surface shall be uniformly
cylindrical upon completion of manufacture and shall remain so when erected in place
on the line.

Cleaning

The conductor shall be free from excessive amounts of die, grease, metal particles and
dirt. The bidder shall describe in complete detail the method to be used in normal
production to clean the conductor. The effectiveness of the cleaning process shall be
subject to verification.

3.0 REEL LENGTHS

3.1 Standard Lengths
3.1.a Except as provided for nonstandard and special lengths, reels shall contain not
less than 95% of the length shown in the following table and not more than
permitted by the gross weight or reel dimension requirements.
REEL DIMENSIONS, INCHES
MAXIMUM MAXIMUM ~ MAXIMUM
REEL LENGTH MAX. GROSS OUTSIDE OUTSIDE DRUM
ACSR CODE FEET WEIGHT - LBS.  WIDTH DIAMETER  DIAMETER
Swanate 18,000 1,500 33 45 18
Raven 12,000 2,500 33 45 18
Partridge 10,000 11,000 44 84 24
Linnet 16,000 11,000 44 84 24
Ibis 14,000 11,000 44 84 24
Mallard 4,000 5,000 33 66 30
Rail 5,000 5,375 445 68 36
Rail 15,000 16,130 67 96 42
Bittern 7,500 11,000 53 20 42
Bittern 11,000 16,500 67 96 42
Benton PUD -3- Specification #69-02
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4.0

3.2

3.3

3.4

3.1.b For the Swanate and Raven conductors, single reel shipment will be allowed.
For the Partridge, Linnett, Ibis, Mallard, Rail, and Bittern conductors, the reels
shall be shipped in groups of three and multiples of three. The variation
between lengths in a group shall not exceed 5% or 500", whichever is less.

Nonstandard Short Lengths

Exclusive or special lengths, not more than 10% of the total length of each size of
conductor ordered, may be furnished in nonstandard lengths which are shorter than
permitted by the above. The minimum length shall be 50% of the above listed reel
length. Nonstandard lengths shall be shipped in groups of three or multiples of three,
with the maximum variation between lengths in a group limited to the same tolerance
as required for standard lengths, except this shall not be required for Swanate and
Raven conductors.

Special Lengths

When special lengths are stated in the Bid Schedule, no variation under the lengths
specified will be permitted. Additional special lengths of each size of conductor
ordered, not to exceed 10% of the total length of that size, shall be obtainable upon
due and sufficient notice to the supplier.

Only one length of conductor shall be placed on each reel.

REELS

4.1

4.2

4.3

The reels and lagging shall be of such material and construction as to assure delivery
of the conductor to the field free of displacement and damage, as to withstand all
stresses due to handling and stringing operations, and as to prevent damage to the
conductor due to these operations when construction practices and equipment
employed are normal and adequate. There shall be no sharp projections that may
damage the conductor inside the reel. The increase of distance between reel flanges
anywhere on the circumference due to forces applied during reeling, delivery,
handling and stringing shall be not more than b the diameter of the conductor. Reels
containing more than 5,000 pounds of conductor shall be constructed of metal. Two
or more dog holes shall be provided near the arbor hole.

Reel outside width across the flanges, reel outside diameter including lagging, and
drum diameter shall be as shown in the table of Paragraph 3.a. The maximum gross
weight of any reel, with conductor and lagging, shall be approximately as shown in
the table. For special conductor lengths which are longer than can be placed on the
reel specified above, the dimensions specified for the outside width and outside
diameter of the reel will not apply.

The drum of the reel and the conductor beneath the lagging shall be wrapped with
waterproof material. Heavy paper, cardboard, or other material equally effective shall
be used to keep the conductor out of contact with inner flange surfaces. This material
shall remain securely attached to the flanges during stringing.

Benton PUD
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4.4 The conductor on each reel shall be securely fastened at each end. The outer end of
the conductor shall be fastened while it is under tension. The tension shall be such
that no looseness will be transmitted to the internal layers. The conductor shall be
tightly and uniformly spooled on the reel. Each wrap shall be laid snugly against the
side of the preceding wrap, and the first and last wrap in each layer shall fit snugly
against the flange of the reel. The transition from one layer to the next layer above
shall be made with a minimum of void space.

4.5 Lagging shall be of sufficient strength to adequately protect the conductor from
damage during field handling. Lagging made of layered sheets of resilient and
hardboard-type materials will be permitted if at least two wraps of this material are
used with metal banding. It shall be easily disposable. At least 3" of freeboard shall
be left between the layered resilient and hardboard lagging and the load-carrying
surface of the reel rim or tire. Freeboard is not required for reels which have 2" by 4"
wood or similar lagging.

4.6 The reels shall be plainly marked using a weatherproof method or have securely
attached to them a metal tag for the marking. Included in the marking shall be the
destination and description; actual length and size of the conductor; net, gross, and
tare weights; purchase order number; item number; and arrow showing the direction
in which the outer end of the conductor points.

4.7 Conductor shipping invoices shall show the factory reel number, the size and length
of conductor it contains and the gross, net, and tare weights of each reel packed for
shipment.

5.0 TESTS

The bidder shall submit evidence that his product has been successfully tested in
accordance with recognized test procedures for ultimate strength tests, dimension tests,
corona tests, and DC conductance tests.

Benton PUD -5- Specification #69-02
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